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16.1  Wortlaut der H-Sätze (Punkte 2 und 3)
 

  H335   Kann Atemwege reizen.

  H315   Verursacht Hautreizungen.

  H318   Verursacht schwere Augenschäden.

  H319   Verursacht schwere Augenreizungen.

  H312  Gesundheitsschädlich bei Hautkontakt.

  H317   Kann allergische Hautreaktionen verursachen.

16.2 Datenquellen
 
 (1) Portland Cement Dust - Hazard assessment document EH75/7, UK Health and Safety Executive, 2006. 
  siehe: http://www.hse.gov.uk/pubns/web/portlandcement.pdf
 (2) http://www.bgn.de/9422?wc_lkm=7205
 (3) Anmerkungen zu hautirritierenden Wirkungen von Zement, Kietzman et al, Dermatosen, 47, 5, 184-189 (1999).
 (4) Epidemiological assessment of the occurrence of allergic dermatitis in workers in the construction industry 
  related to the content of  Cr (VI) in cement, NIOH, Page 11, 2003.
 (5) European Commission`s Scientific Committee on Toxicology, Ecotoxicology and the Environment (SCTEE) opinion of the risks to health 
  from Cr(VI)  in cement (European Commission, 2002).
 (6) U.S EPA, Short-term Methods for Estimating the Chronic Toxicity of Effluents and Receiving Waters to Freshwater Organisms, 
  3rd ed. EPA/600/7-91/002, Environmental Monitoring and Support Laboratory, U.S. EPA, Cincinatti, OH (1994a).
 (7) U.S EPA, Methods for Measuring the Acute Toxicity of Effluents and Receiving Waters to Fresh-water and Marine Organisms, 
  4rd ed. EPA/600/4-90/027F, Environmental Monitoring and Support Laboratory, U.S. EPA, Cincinatti, OH (1993).
 (8) Environmental Impact of Construction and Repair Materials on Surface and Ground Waters. Summary of Methodology, Laboratory Results, 
  and Model Development. NCHRP report 448, National Academy Press, Washington, D.C., 2001.
 (9) Final report Sediment Phase Toxicity Test Results with Corophium volutator for Portland clinker prepared for Norcem A.S. 
  by AnalyCen Ecotox AS, 2007.

 Abkürzungen:
 
 - IMDG:  International Maritime Dangerous Goods
 - IATA:  International Air Transport Association
 - ADR/RID: Agreement on the transport of dangerous goods by road/Regulations on the international transport of dangerous goods by rail
 - LC50:  mittlere lethale Konzentration, bei der 50% der Versuchspopulation sterben
 - EC50:  mittlere effektive Konzentration, bei der 50% der Versuchspopulation eine definierte Wirkung zeigen
 - BGR:  Berufsgenossenschaftliche Regel für Sicherheit und Gesundheit
 - AVV:  Abfallverzeichnisverordnung

 Weitere Hinweise:
 
 Nach Artikel 6 (2) RL 1999/45/EG entfällt eine Einstufung der Zubereitungen mit H312, da bei konventioneller Beurteilung die sensibilisierende 

Wirkung des Zements auf Grund von antagonistischen Wirkungen (Chrom(VI) und Reduktionsmittel) überschätzt würde.

 Änderungen gegenüber der Vorversion: Das Sicherheitsdatenblatt wurde aufgrund der geänderten Anforderungen der REACH-Verordnung 
 in weiten Teilen neu gestaltet und ergänzt.

 Die Angaben in diesem Sicherheitsdatenblatt beschreiben die Sicherheitsanforderungen unseres Produktes und stellen keine Zusicherung 
 von Produkteigenschaften dar.

16  Sonstige Angaben

Produkt: Zementgebundener Baustoff

Sicherheitsdatenblatt gemäß EG-V erordnung 1907/2006 in Verbindung mit (EU) Nr. 453/2010 (Anhang II)
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